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TECHNICAL FIELD

This invention relates to video compression, and more
particularly to improved interpolation of video compression
frames in MPEG-like encoding and decoding systems.

BACKGROUND
MPEG Video Compression

MPEG-2 and MPEG-4 are international video compres-
sion standards defining respective video syntaxes that pro-
vides an efficient way to represent image sequences in the
form of more compact coded data. The language of the
coded bits is the “syntax.” For example, a few tokens can
represent an entire block of samples (e.g., 64 samples for
MPEG-2). Both MPEG standards also describe a decoding
(reconstruction) process where the coded bits are mapped
from the compact representation into an approximation of
the original format of the image sequence. For example, a
flag in the coded bitstream may signal whether the following
bits are to be preceded with a prediction algorithm prior to
being decoded with a discrete cosine transform (DCT)
algorithm. The algorithms comprising the decoding process
are regulated by the semantics defined by these MPEG

10

15

20

25

30

35

40

45

50

55

2

standards. This syntax can be applied to exploit common
video characteristics such as spatial redundancy, temporal
redundancy, uniform motion, spatial masking, etc. In effect,
these MPEG standards define a programming language as
well as a data format. An MPEG decoder must be able to
parse and decode an incoming data stream, but so long as the
data stream complies with the corresponding MPEG syntax,
a wide variety of possible data structures and compression
techniques can be used (although technically this deviates
from the standard since the semantics are not conformant).
It is also possible to carry the needed semantics within an
alternative syntax.

These MPEG standards use a variety of compression
methods, including intraframe and interframe methods. In
most video scenes, the background remains relatively stable
while action takes place in the foreground. The background
may move, but a great deal of the scene often is redundant.
These MPEG standards start compression by creating a
reference frame called an “intra” frame or “I frame”. I
frames are compressed without reference to other frames
and thus contain an entire frame of video information. I
frames provide entry points into a data bitstream for random
access, but can only be moderately compressed. Typically,
the data representing I frames is placed in the bitstream
every 12 to 15 frames (although it is also useful in some
circumstances to use much wider spacing between I frames).
Thereafter, since only a small portion of the frames that fall
between the reference I frames are different from the brack-
eting I frames, only the image differences are captured,
compressed, and stored. Two types of frames are used for
such differences—predicted frames (P frames), and bi-di-
rectional predicted (or interpolated) frames (B frames).

P frames generally are encoded with reference to a past
frame (either an I frame or a previous P frame), and, in
general, are used as a reference for subsequent P frames. P
frames receive a fairly high amount of compression. B
frames provide the highest amount of compression but
require both a past and a future reference frame in order to
be encoded. Bi-directional frames are never used for refer-
ence frames in standard compression technologies. P and I
frames are “referenceable frames” because they can be
referenced by P or B frames.

Macroblocks are regions of image pixels. For MPEG-2, a
macroblock is a 16x16 pixel grouping of four 8x8 DCT
blocks, together with one motion vector for P frames, and
one or two motion vectors for B frames. Macroblocks within
P frames may be individually encoded using either intra-
frame or inter-frame (predicted) coding. Macroblocks within
B frames may be individually encoded using intra-frame
coding, forward predicted coding, backward predicted cod-
ing, or both forward and backward (i.e., bi-directionally
interpolated) predicted coding. A slightly different but simi-
lar structure is used in MPEG-4 video coding.

After coding, an MPEG data bitstream comprises a
sequence of I, P, and B frames. A sequence may consist of
almost any pattern of I, P, and B frames (there are a few
minor semantic restrictions on their placement). However, it
is common in industrial practice to have a fixed frame
pattern (e.g., IBBPBBPBBPBBPBB).

Motion Vector Prediction

In MPEG-2 and MPEG-4 (and similar standards, such as
H.263), use of B-type (bi-directionally predicted) frames
have proven to benefit compression efficiency. Motion vec-
tors for each macroblock of such frames can be predicted by
any one of the following three methods:

Mode 1: Predicted forward from the previous I or P frame
(i.e., a non-bidirectionally predicted frame).
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Mode 2: Predicted backward from the subsequent I or P
frame.

Mode 3: Bi-directionally predicted from both the subse-
quent and previous I or P frame.

Mode 1 is identical to the forward prediction method used
for P frames. Mode 2 is the same concept, except working
backward from a subsequent frame. Mode 3 is an interpo-
lative mode that combines information from both previous
and subsequent frames.

In addition to these three modes, MPEG-4 also supports
a second interpolative motion vector prediction mode for B
frames: direct mode prediction using the motion vector from
the subsequent P frame, plus a delta value (if the motion
vector from the co-located P macroblock is split into 8x8
mode—resulting in four motion vectors for the 16x16
macroblock—then the delta is applied to all four indepen-
dent motion vectors in the B frame). The subsequent P
frame’s motion vector points at the previous P or I frame. A
proportion is used to weight the motion vector from the
subsequent P frame. The proportion is the relative time
position of the current B frame with respect to the subse-
quent P and previous P (or 1) frames.

FIG. 1 is a time line of frames and MPEG-4 direct mode
motion vectors in accordance with the prior art. The concept
of MPEG-4 direct mode (mode 4) is that the motion of a
macroblock in each intervening B frame is likely to be near
the motion that was used to code the same location in the
following P frame. A delta is used to make minor corrections
to a proportional motion vector derived from the corre-
sponding motion vector (MV) 103 for the subsequent P
frame. Shown in FIG. 1 is the proportional weighting given
to the motion vectors 101, 102 for each intermediate B frame
104a, 1045 as a function of “time distance” between the
previous P or I frame 105 and the next P frame 106. The
motion vector 101, 102 assigned to a corresponding inter-
mediate B frame 104a, 1045 is equal to the assigned
weighting value (V4 and 24, respectively) times the motion
vector 103 for the next P frame, plus the delta value.

With MPEG-2, all prediction modes for B frames are
tested in coding, and are compared to find the best prediction
for each macroblock. If no prediction is good, then the
macroblock is coded stand-alone as an “I” (for “intra™)
macroblock. The coding mode is selected as the best mode
among forward (mode 1), backward (mode 2), and bi-
directional (mode 3), or as intra coding. With MPEG-4, the
intra coding choice is not allowed. Instead, direct mode
becomes the fourth choice. Again, the best coding mode is
chosen, based upon some best-match criteria. In the refer-
ence MPEG-2 and MPEG-4 software encoders, the best
match is determined using a DC match (Sum of Absolute
Difference, or “SAD”).

The number of successive B frames in a coded data
bitstream is determined by the “M” parameter value in
MPEG. M minus one is the number of B frames between
each P frame and the next P (or I). Thus, for M=3, there are
two B frames between each P (or I) frame, as illustrated in
FIG. 1. The main limitation in restricting the value of M, and
therefore the number of sequential B frames, is that the
amount of motion change between P (or I) frames becomes
large. Higher numbers of B frames mean longer amounts of
time between P (or I) frames. Thus, the efficiency and coding
range limitations of motion vectors create the ultimate limit
on the number of intermediate B frames.

It is also significant to note that P frames carry “change
energy” forward with the moving picture stream, since each
decoded P frame is used as the starting point to predict the
next subsequent P frame. B frames, however, are discarded
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after use. Thus, any bits used to create B frames are used
only for that frame, and do not provide corrections that aid
decoding of subsequent frames, unlike P frames.

SUMMARY

Aspects of the invention are directed to a method, system,
and computer programs for improving the image quality of
one or more predicted frames in a video image compression
system, where each frame comprises a plurality of pixels.

In one aspect, the invention includes determining the
value of each pixel of bi-directionally predicted frames as a
weighted proportion of corresponding pixel values in non-
bidirectionally predicted frames bracketing a sequence of
bi-directionally predicted frames.

In one embodiment, the weighted proportion is a function
of the distance between the bracketing non-bidirectionally
predicted frames. In another embodiment, the weighted
proportion is a blended function of the distance between the
bracketing non-bidirectionally predicted frames and an
equal average of the bracketing non-bidirectionally pre-
dicted frames.

In another aspect of the invention, interpolation of pixel
values is performed on representations in a linear space, or
in other optimized non-linear spaces differing from an
original non-linear representation.

Other aspects of the invention include systems, computer
programs, and methods encompassing:

A video image compression system having a sequence of
referenceable frames comprising picture regions, in
which at least one picture region of at least one pre-
dicted frame is encoded by reference to two or more
referenceable frames.

A video image compression system having a sequence of
referenceable frames comprising picture regions, in
which at least one picture region of at least one pre-
dicted frame is encoded by reference to one or more
referenceable frames in display order, where at least
one such referenceable frame is not the previous ref-
erenceable frame nearest in display order to the at least
one predicted frame.

A video image compression system having a sequence of
referenceable frames comprising macroblocks, in
which at least one macroblock within at least one
predicted frame is encoded by interpolation from two
or more referenceable frames.

A video image compression system having a sequence of
referenceable and bidirectional predicted frames com-
prising picture regions, in which at least one picture
region of at least one bidirectional predicted frame is
encoded to include more than two motion vectors, each
such motion vector referencing a corresponding picture
region in at least one referenceable frame.

A video image compression system having a sequence of
referenceable frames comprising picture regions, in
which at least one picture region of at least one pre-
dicted frame is encoded to include at least two motion
vectors, each such motion vector referencing a corre-
sponding picture region in a referenceable frame,
where each such picture region of such at least one
predicted frame is encoded by interpolation from two
or more referenceable frames.

A video image compression system having a sequence of
referenceable and bidirectional predicted frames com-
prising picture regions, in which at least one picture
region of at least one bidirectional predicted frame is
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encoded as an unequal weighting of selected picture
regions from two or more referenceable frames.

A video image compression system having a sequence of

referenceable and bidirectional predicted frames com-
prising picture regions, in which at least one picture
region of at least one bidirectional predicted frame is
encoded by interpolation from two or more reference-
able frames, where at least one of the two or more
referenceable frames is spaced from the bidirectional
predicted frame by at least one intervening reference-
able frame in display order, and where such at least one
picture region is encoded as an unequal weighting of
selected picture regions of such at least two or more
referenceable frames.

A video image compression system having a sequence of

referenceable and bidirectional predicted frames com-
prising picture regions, in which at least one picture
region of at least one bidirectional predicted frame is
encoded by interpolation from two or more reference-
able frames, where at least one of the two or more
referenceable frames is spaced from the bidirectional
predicted frame by at least one intervening subsequent
referenceable frame in display order.

A video image compression system having a sequence of

referenceable and bidirectional predicted frames com-
prising picture regions, in which at least one picture
region of at least one bidirectional predicted frame is
encoded as an unequal weighting from selected picture
regions of two or more referenceable frames.

A video image compression system having a sequence of

predicted and bidirectional predicted frames each com-
prising pixel values arranged in macroblocks, wherein
at least one macroblock within a bidirectional predicted
frame is determined using direct mode prediction based
on motion vectors from two or more predicted frames.

A video image compression system having a sequence of

referenceable and bidirectional predicted frames each
comprising pixel values arranged in macroblocks,
wherein at least one macroblock within a bidirectional
predicted frame is determined using direct mode pre-
diction based on motion vectors from one or more
predicted frames in display order, wherein at least one
of such one or more predicted frames is previous in
display order to the bidirectional predicted frame.

A video image compression system having a sequence of

referenceable and bidirectional predicted frames each
comprising pixel values arranged in macroblocks,
wherein at least one macroblock within a bidirectional
predicted frame is determined using direct mode pre-
diction based on motion vectors from one or more
predicted frames, wherein at least one of such one or
more predicted frames is subsequent in display order to
the bidirectional predicted frame and spaced from the
bidirectional predicted frame by at least one interven-
ing referenceable frame.

A video image compression system having a sequence of

frames comprising a plurality of picture regions having
a DC value, each such picture region comprising pixels
each having an AC pixel value, wherein at least one of
the DC value and the AC pixel values of at least one
picture region of at least one frame are determined as
a weighted interpolation of corresponding respective
DC values and AC pixel values from at least one other
frame.

A video image compression system having a sequence of

referenceable frames comprising a plurality of picture
regions having a DC value, each such picture region
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comprising pixels each having an AC pixel value, in
which at least one of the DC value and AC pixel values
of at least one picture region of at least one predicted
frame are interpolated from corresponding respective
DC values and AC pixel values of two or more refer-
enceable frames.

Improving the image quality of a sequence of two or more

bidirectional predicted intermediate frames in a video
image compression system, each frame comprising a
plurality picture regions having a DC value, each such
picture region comprising pixels each having an AC
pixel value, including at least one of the following:
determining the AC pixel values of each picture region
of a bidirectional predicted intermediate frame as a first
weighted proportion of corresponding AC pixel values
in referenceable frames bracketing the sequence of
bidirectionally predicted intermediate frames; and
determining the DC value of each picture region of
such bidirectional predicted intermediate frame as a
second weighted proportion of corresponding DC val-
ues in referenceable frames bracketing the sequence of
bidirectional predicted intermediate frames. A video
image compression system having a sequence of
frames comprising a plurality of pixels having an initial
representation, in which the pixels of at least one frame
are interpolated from corresponding pixels of at least
two other frames, wherein such corresponding pixels of
the at least two other frames are interpolated while
transformed to a different representation, and the result-
ing interpolated pixels are transformed back to the
initial representation.

In a video image compression system having a sequence

of referenceable and bidirectional predicted frames,
dynamically determining a code pattern of such frames
having a variable number of bidirectional predicted
frames, including: selecting an initial sequence begin-
ning with a referenceable frame, having at least one
immediately subsequent bidirectional predicted frame,
and ending in a referenceable frame; adding a refer-
enceable frame to the end of the initial sequence to
create a test sequence; evaluating the test sequence
against a selected evaluation criteria; for each satisfac-
tory step of evaluating the test sequence, inserting a
bidirectional frame before the added referenceable
frame and repeating the step of evaluating; and if
evaluating the test sequence is unsatisfactory, then
accepting the prior test sequence as a current code
pattern.

A video image compression system having a sequence of

referenceable frames spaced by at least one bidirec-
tional predicted frames, wherein the number of such
bidirectional predicted frames varies in such sequence,
and wherein at least one picture region of at least one
such bidirectional predicted frame is determined using
an unequal weighting of pixel values corresponding to
at least two referenceable frames.

A video image compression system having a sequence of

frames encoded by a coder for decoding by a decoder,
wherein at least one picture region of at least one frame
is based on weighted interpolations of two or more
other frames, such weighted interpolations being based
on at least one set of weights available to the coder and
a decoder, wherein a designation for a selected one of
such at least one set of weights is communicated to a
decoder from the coder to select one or more currently
active weights.
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A video image compression system having a sequence of
frames encoded by a coder for decoding by a decoder,
wherein at least one picture region of at least one frame
is based on weighted interpolations of two or more
other frames, such weighted interpolations being based
on at least one set of weights, wherein at least one set
of weights is downloaded to a decoder and thereafter a
designation for a selected one of such at least one set of
weights is communicated to a decoder from the coder
to select one or more currently active weights.

A video image compression system having a sequence of
referenceable frames encoded by a coder for decoding
by a decoder, wherein predicted frames in the sequence
of referenceable frames are transmitted by the encoder
to the decoder in a delivery order that differs from the
display order of such predicted frames after decoding.

A video image compression system having a sequence of
referenceable frames comprising pixels arranged in
picture regions, in which at least one picture region of
at least one predicted frame is encoded by reference to
two or more referenceable frames, wherein each such
picture region is determined using an unequal weight-
ing of pixel values corresponding to such two or more
referenceable frames.

A video image compression system having a sequence of
predicted, bidirectional predicted, and intra frames
each comprising picture regions, wherein at least one
filter selected from the set of sharpening and softening
filters is applied to at least one picture region of a
predicted or bidirectional predicted frame during
motion vector compensated prediction of such pre-
dicted or bidirectional predicted frame.

The details of one or more embodiments of the invention
are set forth in the accompanying drawings and the descrip-
tion below. Other features, objects, and advantages of the
invention will be apparent from the description and draw-
ings, and from the claims.

DESCRIPTION OF DRAWINGS

FIG. 1 is a time line of frames and MPEG-4 direct mode
motion vectors in accordance with the prior art.

FIG. 2 is a time line of frames and proportional pixel
weighting values in accordance with this aspect of the
invention.

FIG. 3 is a time line of frames and blended, proportional,
and equal pixel weighting values in accordance with this
aspect of the invention.

FIG. 4 is a flowchart showing an illustrative embodiment
of the invention as a method that may be computer imple-
mented.

FIG. 5 is a diagram showing an example of multiple
previous references by a current P frame to two prior P
frames, and to a prior I frame.

FIG. 6Ais a diagram of a typical prior art MPEG-2 coding
pattern, showing a constant number of B frames between
bracketing | frames and/or P frames.

FIG. 6B is a diagram of a theoretically possible prior art
MPEG-4 video coding pattern, showing a varying number of
B frames between bracketing I frames and/or P frames, as
well as a varying distance between 1 frames.

FIG. 7 is a diagram of code patterns.

FIG. 8 is a flowchart showing one embodiment of an
interpolation method with DC interpolation being distinct
from AC interpolation.
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FIG. 9 is a flowchart showing one embodiment of a
method for interpolation of luminance pixels using an alter-
native representation.

FIG. 10 is a flowchart showing one embodiment of a
method for interpolation of chroma pixels using an alterna-
tive representation.

FIG. 11 is a diagram showing unique motion vector region
sizes for each of two P frames.

FIG. 12 is a diagram showing a sequence of P and B
frames with interpolation weights for the B frames deter-
mined as a function of distance from a 2-away subsequent P
frame that references a 1-away subsequent P frame.

FIG. 13 is a diagram showing a sequence of P and B
frames with interpolation weights for the B frames deter-
mined as a function of distance from a 1-away subsequent P
frame that references a 2-away previous P frame.

FIG. 14 is a diagram showing a sequence of P and B
frames in which a subsequent P frame has multiple motion
vectors referencing prior P frames.

FIG. 15 is a diagram showing a sequence of P and B
frames in which a nearest subsequent P frame has a motion
vector referencing a prior P frame, and a next nearest
subsequent P frame has multiple motion vectors referencing
prior P frames.

FIG. 16 is a diagram showing a sequence of P and B
frames in which a nearest previous P frame has a motion
vector referencing a prior P frame.

FIG. 17 is a diagram showing a sequence of P and B
frames in which a nearest previous P frame has two motion
vectors referencing prior P frames.

FIG. 18 is a diagram showing a sequence of P and B
frames in which a nearest previous P frame has a motion
vector referencing a prior P frame.

FIG. 19 is a frame sequence showing the case of three P
frames P1, P2, and P3, where P3 uses an interpolated
reference with two motion vectors, one for each of P1 and
P2.

FIG. 20 is a frame sequence showing the case of four P
frames P1, P2, P3, and P4, where P4 uses an interpolated
reference with three motion vectors, one for each of P1, P2,
and P3.

FIG. 21 is a diagram showing a sequence of P and B
frames in which various P frames have one or more motion
vectors referencing various previous P frames, and showing
different weights assigned to respective forward and back-
ward references by a particular B frame.

FIG. 22 is a diagram showing a sequence of P and B
frames in which the bitstream order of the P frames differs
from the display order.

FIG. 23 is a diagram showing a sequence of P and B
frames with assigned weightings.

FIG. 24 is a graph of position of an object within a frame
versus time.

Like reference symbols in the various drawings indicate
like elements.

DETAILED DESCRIPTION
Overview

One aspect of the invention is based upon recognition that
it is common practice to use a value for M of 3, which
provides for two B frames between each P (or I) frame.
However M=2, and M=4 or higher, are all useful. It is of
particular significance to note that the value of M (the
number of B frames plus 1) also bears a natural relationship
to the frame rate. At 24 frames per second (fps), the rate of
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film movies, the Y44th second time distance between frames
can result in substantial image changes frame-to-frame. At
60 fps, 72 fps, or higher frame rates, however, the time
distance between adjacent frames becomes correspondingly
reduced. The result is that higher numbers of B frames (i.e.,
higher values of M) become useful and beneficial in com-
pression efficiency as the frame rate is increased.

Another aspect of the invention is based upon the recog-
nition that both MPEG-2 and MPEG-4 video compression
utilize an oversimplified method of interpolation. For
example, for mode 3, the bi-directional prediction for each
macroblock of a frame is an equal average of the subsequent
and previous frame macroblocks, as displaced by the two
corresponding motion vectors. This equal average is appro-
priate for M=2 (i.e., single intermediate B frames), since the
B frame will be equidistant in time from the previous and
subsequent P (or I) frames. However, for all higher values of
M, only symmetrically centered B frames (i.e., the middle
frame if M=4, 6, 8, etc.) will be optimally predicted using an
equal weighting. Similarly, in MPEG-4 direct mode 4, even
though the motion vectors are proportionally weighted, the
predicted pixel values for each intermediate B frame are an
equal proportion of the corresponding pixels of the previous
P (or 1) and subsequent P frame.

Thus, it represents an improvement to apply an appropri-
ate proportional weighting, for M>2, to the predicted pixel
values for each B frame. The proportional weighting for
each pixel in a current B frame corresponds to the relative
position of the current B frame with respect to the previous
and subsequent P (or I) frames. Thus, if M=3, the first B
frame would use %4 of the corresponding pixel value (motion
vector adjusted) from the previous frame, and %3 of the
corresponding pixel value from the subsequent frame (mo-
tion vector adjusted).

FIG. 2 is a time line of frames and proportional pixel
weighting values in accordance with this aspect of the
invention. The pixel values within each macroblock of each
intermediate B frame 201a, 2015 are weighted as a function
of “distance” between the previous P or I frame A and the
next P or I frame B, with greater weight being accorded to
closer 1 or P frames. That is, each pixel value of a bi-
directionally predicted B frame is a weighted combination of
the corresponding pixel values of bracketing non-bidirec-
tionally predicted frames A and B. In this example, for M=3,
the weighting for the first B frame 2014 is equal to 25A+4B;
the weighting for the second B frame 20154 is equal to
5A+%3B. Also shown is the equal average weighting that
would be assigned under conventional MPEG systems; the
MPEG-1, 2, and 4 weighting for each B frame 201a, 2015
would be equal to (A+B)/2.

Application to Extended Dynamic Range and Contrast
Range

If M is greater than 2, proportional weighting of pixel
values in intermediate B frames will improve the effective-
ness of bi-directional (mode 3) and direct (MPEG-4 mode 4)
coding in many cases. Example cases include common
movie and video editing effects such as fade-outs and
cross-dissolves. These types of video effects are problem
coding cases for both MPEG-2 and MPEG-4 due to use of
a simple DC matching algorithm, and the common use of
M=3 (i.e., two intermediate B frames), resulting in equal
proportions for B frames. Coding of such cases is improved
by using proportional B frame interpolation in accordance
with the invention.

Proportional B frame interpolation also has direct appli-
cation to coding efficiency improvement for extending
dynamic and contrast range. A common occurrence in image
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coding is a change in illumination. This occurs when an
object moves gradually into (or out from) shadow (soft
shadow edges). If a logarithmic coding representation is
used for brightness (as embodied by logarithmic luminance
Y, for example), then a lighting brightness change will be a
DC offset change. If the brightness of the lighting drops to
half, the pixel values will all be decreased by an equal
amount. Thus, to code this change, an AC match should be
found, and a coded DC difference applied to the region. Such
a DC difference being coded into a P frame should be
proportionally applied in each intervening B frame as well.
(See co-pending U.S. patent application Ser. No. 09/905,
039, entitled “Method and System for Improving Com-
pressed Image Chroma Information”, assigned to the
assignee of the present invention and hereby incorporated by
reference, for additional information on logarithmic coding
representations).

In addition to changes in illumination, changes in contrast
also benefit from proportional B frame interpolation. For
example, as an airplane moves toward a viewer out of a
cloud or haze, its contrast will gradually increase. This
contrast increase will be expressed as an increased ampli-
tude in the AC coeflicients of the DCT in the corresponding
P frame coded macroblocks. Again, contrast changes in
intervening B frames will be most closely approximated by
a proportional interpolation, thus improving coding effi-
ciency.

Improvements in dynamic range and contrast coding
efficiency using proportional B frame interpolation become
increasingly significant as frame rates become higher and as
the value of M is increased.

Applying High M Values to Temporal Layering

Using embodiments of the invention allows an increase in
the value of M, and hence the number of B frames between
bracketing P and/or I frames, while maintaining or gaining
coding efficiency. Such usage benefits a number of applica-
tions, including temporal layering. For example, in U.S. Pat.
No. 5,988,863, entitled “Temporal and Resolution Layering
for Advanced Television” (assigned to the assignee of the
present invention, and incorporated by reference), it was
noted that B frames are a suitable mechanism for layered
temporal (frame) rates. The flexibility of such rates is related
to the number of consecutive B frames available. For
example, single B frames (M=2) can support a 36 fps
decoded temporal layer within a 72 fps stream or a 30 fps
decoded temporal layer within a 60 fps stream. Triple B
frames (M=4) can support both 36 fps and 18 fps decoded
temporal layers within a 72 fps stream, and 30 fps and 15 fps
decoded temporal layers within a 60 fps stream. Using
M=10 within a 120 fps stream can support 12 fps, 24 fps,
and 60 fps decoded temporal layers. M=4 also can be used
with a 144 fps stream to provide for decoded temporal layers
at 72 fps and 36 fps.

As an improvement to taking every N frame, multiple
frames at 120 fps or 72 fps can be decoded and proportion-
ally blended, as described in co-pending U.S. patent appli-
cation Ser. No. 09/545,233, entitled “Enhancements to Tem-
poral and Resolution Layering” (assigned to the assignee of
the present invention and incorporated by reference), to
improve the motion blur characteristics of the 24 fps results.

Even higher frame rates can be synthesized utilizing the
methods described in co-pending U.S. patent application
Ser. No. 09/435,277, entitled “System and Method for
Motion Compensation and Frame Rate Conversion” (as-
signed to the assignee of the present invention and incor-
porated by reference). For example, a 72 fps camera original
can be utilized with motion compensated frame rate con-
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version to create an effective frame rate of 288 frames per
second. Using M=12, both 48 fps and 24 fps frame rates can
be derived, as well as other useful rates such as 144 fps, 96
fps, and 32 fps (and of course, the original 72 fps). The
frame rate conversions using this method need not be
integral multiples. For example, an effective rate of 120 fps
can be created from a 72 fps source, and then used as a
source for both 60 fps and 24 fps rates (using M=10).

Thus, there are temporal layering benefits to optimizing
the performance of B frame interpolation. The proportional
B frame interpolation described above make higher numbers
of consecutive B frames function more efficiently, thereby
enabling these benefits.

Blended B-Frame Interpolation Proportions

One reason that equal average weighting has been used in
conventional systems as the motion compensated mode
predictor for B frame pixel values is that the P (or I) frame
before or after a particular B frame may be noisy, and
therefore represent an imperfect match. Equal blending will
optimize the reduction of noise in the interpolated motion-
compensated block. There is a difference residual that is
coded using the quantized DCT function. Of course, the
better the match from the motion compensated proportion,
the fewer difference residual bits will be required, and the
higher the resulting image quality.

In cases where there are objects moving in and out of
shadow or haze, a true proportion where M>2 provides a
better prediction. However, when lighting and contrast
changes are not occurring, equal weighting may prove to be
a better predictor, since the errors of moving a macroblock
forward along a motion vector will be averaged with the
errors from the backward displaced block, thus reducing the
errors in each by half. Even so, it is more likely that B frame
macroblocks nearer a P (or I) frame will correlate more to
that frame than to a more distant P (or 1) frame.

Thus, it is desirable in some circumstances, such as
regional contrast or brightness change, to utilize a true
proportion for B frame macroblock pixel weighting (for both
luminance and color), as described above. In other circum-
stances, it may be more optimal to utilize equal proportions,
as in MPEG-2 and MPEG-4.

Another aspect of the invention utilizes a blend of these
two proportion techniques (equal average and frame-dis-
tance proportion) for B frame pixel interpolation. For
example, in the M=3 case, ¥4 of the %5 and %4 proportions
can be blended with ¥4 of the equal average, resulting in the
two proportions being 3 and 3. This technique may be
generalized by using a “blend factor” F:

Weight=F-(FrameDistanceProportional Weight)+(1-F)
(EqualAverageWeight)
The useful range of the blend factor F is from 1, indicating
purely proportional interpolation, to 0, indicating purely
equal average (the reverse assignment of values may also be
used).

FIG. 3 is a time line of frames and blended, proportional,
and equal pixel weighting values in accordance with this
aspect of the invention. The pixel values of each macroblock
of each intermediate B frame 301a, 3015 are weighted as a
function of “time distance” between the previous P or |
frame A and the next P or I frame B, and as a function of the
equal average of A and B. In this example, for M=3 and a
blend factor F=%4, the blended weighting for the first B
frame 301a is equal to %8A+3%4B (i.e., ¥4 of the proportional
weighting of 23A+4B, plus V4 of the equal average weight-
ing of (A+B)/2). Similarly, the weighting for the second B
frame 3015 is equal to 35A+%B.
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The value of the blend factor F can be set overall for a
complete encoding, or for each group of pictures (GOP), a
range of B frames, each B frame, or each region within a B
frame (including, for example, as finely as for each macro-
block or, in the case of MPEG-4 direct mode using a P vector
in 8x8 mode, even individual 8x8 motion blocks).

In the interest of bit economy, and reflecting the fact that
the blend proportion is not usually important enough to be
conveyed with each macroblock, optimal use of blending
should be related to the type of images being compressed.
For example, for images that are fading, dissolving, or where
overall lighting or contrast is gradually changing, a blend
factor F near or at 1 (i.e., selecting proportional interpola-
tion) is generally most optimal. For running images without
such lighting or contrast changes, then lower blend factor
values, such as %5, 14, or ¥4, might form a best choice,
thereby preserving some of the benefits of proportional
interpolation as well as some of the benefits of equal average
interpolation. All blend factor values within the 0 to 1 range
generally will be useful, with one particular value within this
range proving optimal for any given B frame.

For wide dynamic range and wide contrast range images,
the blend factor can be determined regionally, depending
upon the local region characteristics. In general, however, a
wide range of light and contrast recommends toward blend
factor values favoring purely proportional, rather than equal
average, interpolation.

An optimal blend factor is generally empirically deter-
mined, although experience with particular types of scenes
can be used to create a table of blend factors by scene type.
For example, a determination of image change characteris-
tics can be used to select the blend proportion for a frame or
region. Alternatively, B frames can be coded using a number
of candidate blend factors (either for the whole frame, or
regionally), with each then being evaluated to optimize the
image quality (determined, for example, by the highest
signal to noise ratio, or SNR) and for lowest bit count. These
candidate evaluations can then be used to select the best
value for the blend proportion. A combination of both image
change characteristics and coded quality/efficiency can also
be used.

B frames near the middle of a sequence of B frames, or
resulting from low values of M, are not affected very much
by proportional interpolation, since the computed propor-
tions are already near the equal average. However, for higher
values of M, the extreme B frame positions can be signifi-
cantly affected by the choice of blend factor. Note that the
blend factor can be different for these extreme positions,
utilizing more of the average, than the more central posi-
tions, which gain little or no benefit from deviating from the
average, since they already have high proportions of both
neighboring P (or 1) frames. For example, if M=5, the first
and fourth B frame might use a blend factor F which blends
in more of the equal average, but the second and third middle
B frames may use the strict 25 and 3 equal average
proportions. If the proportion-to-average blend factor varies
as a function of the position of a B frame in a sequence, the
varying value of the blend factor can be conveyed in the
compressed bitstream or as side information to the decoder.

If a static general blend factor is required (due to lack of
a method to convey the value), then the value of %4 is usually
near optimal, and can be selected as a static value for B
frame interpolation in both the encoder and decoder. For
example, using F=24 for the blend factor, for M=3 the
successive frame proportions will be 71s (71s=%5%*13+14%1%)
and s (MAs=25%24414%14).

Linear Interpolation
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Video frame pixel values are generally stored in a par-
ticular representation that maps the original image informa-
tion to numeric values. Such a mapping may result in a linear
or non-linear representation. For example, luminance values
used in compression are non-linear. The use of various forms
of non-linear representation include logarithmic, exponen-
tial (to various powers), and exponential with a black
correction (commonly used for video signals).

Over narrow dynamic ranges, or for interpolations of
nearby regions, the non-linear representation is acceptable,
since these nearby interpolations represent piece-wise linear
interpolations. Thus, small variations in brightness are rea-
sonably approximated by linear interpolation. However, for
wide variations in brightness, such as occur in wide dynamic
range and wide contrast range images, the treatment of
non-linear signals as linear will be inaccurate. Even for
normal contrast range images, linear fades and cross-dis-
solves can be degraded by a linear interpolation. Some fades
and cross-dissolves utilize non-linear fade and dissolve
rates, adding further complexity.

Thus, an additional improvement to the use of propor-
tional blends, or even simple proportional or equal average
interpolations, is to perform such interpolations on pixel
values represented in a linear space, or in other optimized
non-linear spaces differing from the original non-linear
luminance representation.

This may be accomplished, for example, by first convert-
ing the two non-linear luminance signals (from the previous
and subsequent P (or I) frames into a linear representation,
or a differing non-linear representation. Then a proportional
blend is applied, after which the inverse conversion is
applied, yielding the blended result in the image’s original
non-linear luminance representation. However, the propor-
tion function will have been performed on a more optimal
representation of the luminance signals.

It is also useful to beneficially apply this linear or non-
linear conversion to color (chroma) values, in addition to
luminance, when colors are fading or becoming more satu-
rated, as occurs in contrast changes associated with varia-
tions in haze and overcast.

Example Embodiment

FIG. 4 is a flowchart showing an illustrative embodiment
of the invention as a method that may be computer imple-
mented:

Step 400: In a video image compression system, for direct
and interpolative mode for computing B frames, determine
an interpolation value to apply to each pixel of an input
sequence of two or more bi-directionally predicted interme-
diate frames using one of (1) the frame-distance proportion
or (2) a blend of equal weighting and the frame-distance
proportion, derived from at least two non-bidirectionally
predicted frames bracketing such sequence input from a
source (e.g., a video image stream).

Step 401: Optimize the interpolation value with respect to
an image unit (e.g., a group of pictures (GOP), a sequence
of frames, a scene, a frame, a region within a frame, a
macroblock, a DCT block, or similar useful grouping or
selection of pixels). The interpolation value may be set
statically for the entire encoding session, or dynamically for
each image unit.

Step 402: Further optimize the interpolation value with
respect to scene type or coding simplicity. For example, an
interpolation value may be set: statically (such as 24 pro-
portional and %5 equal average); proportionally for frames
near the equal average, but blended with equal average near
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the adjacent P (or I) frames; dynamically based upon overall
scene characteristics, such as fades and cross dissolves;
dynamically (and locally) based on local image region
characteristics, such as local contrast and local dynamic
range; or dynamically (and locally) based upon coding
performance (such as highest coded SNR) and minimum
coded bits generated.

Step 403: Convey the appropriate proportion amounts to
the decoder, if not statically determined.

Step 404: Optionally, convert the luminance (and, option-
ally, chroma) information for each frame to a linear or
alternate non-linear representation, and convey this alternate
representation to the decoder, if not statically determined.

Step 405: Determine the proportional pixel values using
the determined interpolation value.

Step 406: If necessary (because of Step 404), reconvert to
the original representation.

Extended P Frame Reference

As noted above, in prior art MPEG-1, 2, and 4 compres-
sion methods, P frames reference the previous P or I frame,
and B frames reference the nearest previous and subsequent
P and/or 1 frames. The same technique is used in the H.261
and H.263 motion-compensated DCT compression stan-
dards, which encompass low bit rate compression tech-
niques.

In the H.263++ and H.26L standard in development, B
frame referencing was extended to point to P or I frames
which were not directly bracketing a current frame. That is,
macro blocks within B frames could point to one P or I frame
before the previous P frame, or to one P or I frame after the
subsequent P frame. With one or more bits per macroblock,
skipping of the previous or subsequent P frame can be
signaled simply. Conceptually, the use of previous P frames
for reference in B frames only requires storage. For the
low-bit rate-coding use of H.263++ or H.26L,, this is a small
amount of additional memory. For subsequent P frame
reference, the P frame coding order must be modified with
respect to B frame coding, such that future P frames (or
possibly I frames) must be decoded before intervening B
frames. Thus, coding order is also an issue for subsequent P
frame references.

The primary distinctions between P and B frame types
are: (1) B frames may be bi-directionally referenced (up to
two motion vectors per macroblock); (2) B frames are
discarded after use (which also means that they can be
skipped during decoding to provide temporal layering); and
(3) P frames are used as “stepping stones”, one to the next,
since each P frame must be decoded for use as a reference
for each subsequent P frame.

As another aspect of the invention, P frames (as opposed
to B frames) are decoded with reference to one or more
previous P or I frames (excluding the case of each P frame
referencing only the nearest previous P or I frame). Thus, for
example, two or more motion vectors per macroblock may
be used for a current P frame, all pointing backward in time
(i.e., to one or more previously decoded frames). Such P
frames still maintain a “stepping stone” character. FIG. 5 is
a diagram showing an example of multiple previous refer-
ences by a current P frame 500 to two prior P frames 502,
504, and to a prior I frame 506.

Further, it is possible to apply the concepts of macroblock
interpolation, as described above, in such P frame refer-
ences. Thus, in addition to signaling single references to
more than one previous P or I frame, it is also possible to
blend proportions of multiple previous P or I frames, using
one motion vector for each such frame reference. For
example, the technique described above of using a B frame
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interpolation mode having two frame references may be
applied to allow any macroblock in a P frame to reference
two previous P frames or one previous P frame and one
previous I frame, using two motion vectors. This technique
interpolates between two motion vectors, but is not bi-
directional in time (as is the case with B frame interpola-
tion), since both motion vectors point backward in time.
Memory costs have decreased to the point where holding
multiple previous P or I frames in memory for such con-
current reference is quite practical.

In applying such P frame interpolation, it is constructive
to select and signal to a decoder various useful proportions
of the previous two or more P frames (and, optionally, one
prior I frame). In particular, an equal blend of frames is one
of the useful blend proportions. For example, with two
previous P frames as references, an equal %2 amount of each
P frame can be blended. For three previous P frames, a %3
equal blend could be used.

Another useful blend of two P frames is 24 of the most
recent previous frame, and 4 of the least recent previous
frame. For three previous P frames, another useful blend is
14 of the most recent previous frame, %5 of the next most
recent previous frame, and ' of the least recent previous
frame.

In any case, a simple set of useful blends of multiple
previous P frames (and, optionally, one I frame) can be
utilized and signaled simply from an encoder to a decoder.
The specific blend proportions utilized can be selected as
often as useful to optimize coding efficiency for an image
unit. A number of blend proportions can be selected using a
small number of bits, which can be conveyed to the decoder
whenever suitable for a desired image unit.

As another aspect of the invention, it is also useful to
switch-select single P frame references from the most recent
previous P (or I) frame to a more “distant” previous P (or I)
frame. In this way, P frames would utilize a single motion
vector per macroblock (or, optionally, per 8x8 block in
MPEG-4 style coding), but would utilize one or more bits to
indicate that the reference refers to a single specific previous
frame. P frame macroblocks in this mode would not be
interpolative, but instead would reference a selected previ-
ous frame, being selected from a possible two, three, or more
previous P (or I) frame choices for reference. For example,
a 2-bit code could designate one of up to four previous
frames as the single reference frame of choice. This 2-bit
code could be changed at any convenient image unit.
Adaptive Number of B Frames

It is typical in MPEG coding to use a fixed pattern of I,
P, and B frame types. The number of B frames between P
frames is typically a constant. For example, it is typical in
MPEG-2 coding to use two B frames between P (or I)
frames. FIG. 6A is a diagram of a typical prior art MPEG-2
coding pattern, showing a constant number of B frames (i.e.,
two) between bracketing I frames 600 and/or P frames 602.

The MPEG-4 video coding standard conceptually allows
a varying number of B frames between bracketing 1 frames
and/or P frames, and a varying amount of distance between
I frames. FIG. 6B is a diagram of a theoretically possible
prior art MPEG-4 video coding pattern, showing a varying
number of B frames between bracketing I frames 600 and/or
P frames 602, as well as a varying distance between I frames
600.

This flexible coding structure theoretically can be utilized
to improve coding efficiency by matching the most effective
B and P frame coding types to the moving image frames.
While this flexibility has been specifically allowed, it has
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been explored very little, and no mechanism is known for
actually determining the placement of B and P frames in
such a flexible structure.

Another aspect of the invention applies the concepts
described herein to this flexible coding structure as well as
to the simple fixed coding patterns in common use. B frames
thus can be interpolated using the methods described above,
while P frames may reference more than one previous P or
I frame and be interpolated in accordance with the present
description.

In particular, macroblocks within B frames can utilize
proportional blends appropriate for a flexible coding struc-
ture as effectively as with a fixed structure. Proportional
blends can also be utilized when B frames reference P or I
frames that are further away than the nearest bracketing P or
1 frames.

Similarly, P frames can reference more than one previous
P or I frame in this flexible coding structure as effectively as
with a fixed pattern structure. Further, blend proportions can
be applied to macroblocks in such P frames when they
reference more than one previous P frame (plus, optionally,
one I frame).

(A) Determining Placement in Flexible Coding Patterns

The following method allows an encoder to optimize the
efficiency of both the frame coding pattern as well as the
blend proportions utilized. For a selected range of frames, a
number of candidate coding patterns can be tried, to deter-
mine an optimal or near optimal (relative to specified
criteria) pattern. FIG. 7 is a diagram of code patterns that can
be examined. An initial sequence 700, ending in a P or I
frame, is arbitrarily selected, and is used as a base for adding
additional P and/or B frames, which are then evaluated (as
described below). In one embodiment, a P frame is added to
the initial sequence 700 to create a first test sequence 702 for
evaluation. If the evaluation is satisfactory, an intervening B
frame is inserted to create a second test sequence 704. For
each satisfactory evaluation, additional B frames are
inserted to create increasingly longer test sequences 706-
712, until the evaluation criteria become unsatisfactory. At
that point, the previous coding sequence is accepted. This
process is then repeated, using the end P frame for the
previously accepted coding sequence as the starting point for
adding a new P frame and then inserting new B frames.

An optimal or near optimal coding pattern can be selected
based upon various evaluation criteria, often involving
tradeoffs of various coding characteristics, such as coded
image quality versus number of coding bits required. Com-
mon evaluation criteria include the least number of bits used
(in a fixed quantization parameter test), or the best signal-
to-noise-ratio (in a fixed bit-rate test), or a combination of
both.

It is also common to minimize a sum-of-absolute-differ-
ence (SAD), which forms a measure of DC match. As
described in co-pending U.S. patent Ser. No. 09/904,192,
entitled “Motion Estimation for Video Compression Sys-
tems” (assigned to the assignee of the present invention and
hereby incorporated by reference), an AC match criterion is
also a useful measure of the quality of a particular candidate
match (the patent application also describes other useful
optimizations). Thus, the AC and DC match criteria, accu-
mulated over the best matches of all macroblocks, can be
examined to determine the overall match quality of each
candidate coding pattern. This AC/DC match technique can
augment or replace the signal-to-noise ratio (SNR) and
least-bits-used tests when used together with an estimate of
the number of coded bits for each frame pattern type. It is
typical to code macroblocks within B frames with a higher
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quantization parameter (QP) value than for P frames, affect-
ing both the quality (measured often as a signal-to-noise
ratio) and the number of bits used within the various
candidate coding patterns.

(B) Blend Proportion Optimization in Flexible Coding
Patterns

Optionally, for each candidate pattern determined in
accordance with the above method, blend proportions may
be tested for suitability (e.g., optimal or near optimal blend
proportions) relative to one or more criteria. This can be
done, for example, by testing for best quality (lowest SNR)
and/or efficiency (least bits used). The use of one or more
previous references for each macroblock in P frames can
also be determined in the same way, testing each candidate
reference pattern and blend proportion, to determine a set of
one or more suitable references.

Once the coding pattern for this next step (Step 700 in
FIG. 7) has been selected, then the subsequent steps (Steps
702-712) can be tested for various candidate coding pat-
terns. In this way, a more efficient coding of a moving image
sequence can be determined. Thus, efficiency can be opti-
mized/improved as described in subsection (A) above; blend
optimization can be applied at each tested coding step.
DC Vs. AC Interpolation

In many cases of image coding, such as when using a
logarithmic representation of image frames, the above-
described interpolation of frame pixel values will optimally
code changes in illumination. However, in alternative video
“gamma-curve”, linear, and other representations, it will
often prove useful to apply different interpolation blend
factors to the DC values than to the AC values of the pixels.
FIG. 8 is a flowchart showing one embodiment of an
interpolation method with DC interpolation being distinct
from AC interpolation. For a selected image region (usually
a DCT block or macroblock) from a first and second input
frame 802, 802', the average pixel value for each such region
is subtracted 804, 804', thereby separating the DC value (i.e.,
the average value of the entire selected region) 806, 806'
from the AC values (i.e., the signed pixel values remaining)
808, 808' in the selected regions. The respective DC values
806, 806' can then be multiplied by interpolation weightings
810, 810' different from the interpolation weightings 814,
814' used to multiply the AC (signed) pixel values 808, 808'.
The newly interpolated DC value 812 and the newly inter-
polated AC values 816 can then be combined 818, resulting
in a new prediction 820 for the selected region.

As with the other interpolation values in this invention,
the appropriate weightings can be signaled to a decoder per
image unit. A small number of bits can select between a
number of interpolation values, as well as selecting the
independent interpolation of the AC versus DC aspects of
the pixel values.

Linear & Non-Linear Interpolation

Interpolation is a linear weighted average. Since the
interpolation operation is linear, and since the pixel values in
each image frame are often represented in a non-linear form
(such as video gamma or logarithmic representations), fur-
ther optimization of the interpolation process becomes pos-
sible. For example, interpolation of pixels for a particular
sequence of frames, as well as interpolation of DC values
separately from AC values, will sometimes be optimal or
near optimal with a linear pixel representation. However, for
other frame sequences, such interpolation will be optimal or
near optimal if the pixels are represented as logarithmic
values or in other pixel representations. Further, the optimal
or near optimal representations for interpolating U and V
(chroma) signal components may differ from the optimal or
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near optimal representations for the Y (luminance) signal
component. It is therefore a useful aspect of the invention to
convert a pixel representation to an alternate representation
as part of the interpolation procedure.

FIG. 9 is a flowchart showing one embodiment of a
method for interpolation of luminance pixels using an alter-
native representation. Starting with a region or block of
luminance (Y) pixels in an initial representation (e.g., video
gamma or logarithmic) (Step 900), the pixel data is trans-
formed to an alternative representation (e.g., linear, loga-
rithmic, video gamma) different from the initial representa-
tion (Step 902). The transformed pixel region or block is
then interpolated as described above (Step 906), and trans-
formed back to the initial representation (Step 906). The
result is interpolated pixel luminance values (Step 908).

FIG. 10 is a flowchart showing one embodiment of a
method for interpolation of chroma pixels using an alterna-
tive representation. Starting with a region or block of
chroma (U, V) pixels in an initial representation (e.g., video
gamma or logarithmic) (Step 1000), the pixel data is trans-
formed to an alternative representation (e.g., linear, loga-
rithmic, video gamma) different from the initial representa-
tion (Step 1002). The transformed pixel region or block is
then interpolated as described above (Step 1006), and trans-
formed back to the initial representation (Step 1006). The
result is interpolated pixel chroma values (Step 1008).

The transformations between representations may be per-
formed in accordance with the teachings of U.S. patent
application Ser. No. 09/905,039, entitled “Method and Sys-
tem for Improving Compressed Image Chroma Informa-
tion”, assigned to the assignee of the present invention and
hereby incorporated by reference. Note that the alternative
representation transformation and its inverse can often be
performed using a simple lookup table.

As a variation of this aspect of the invention, the alter-
native (linear or non-linear) representation space for AC
interpolation may differ from the alternative representation
space for DC interpolation.

As with the interpolation weightings, the selection of
which alternate interpolation representation is to be used for
each of the luminance (Y) and chroma (U and V) pixel
representations may be signaled to the decoder using a small
number of bits for each selected image unit.

Number of Motion Vectors Per Macroblock

In MPEG-2, one motion vector is allowed per 16x16
macroblock in P frames. In B frames, MPEG-2 allows a
maximum of 2 motion vectors per 16x16 macroblock,
corresponding to the bi-directional interpolative mode. In
MPEG-4 video coding, up to 4 motion vectors are allowed
per 16x16 macroblock in P frames, corresponding to one
motion vector per 8x8 DCT block. In MPEG-4 B frames, a
maximum of two motion vectors are allowed for each 16x16
macroblock, when using interpolative mode. A single
motion vector delta in MPEG-4 direct mode can result in
four independent “implicit” motion vectors, if the subse-
quent corresponding P frame macroblock was set in 8x8
mode having four vectors. This is achieved by adding the
one motion vector delta carried in a 16x16 B frame mac-
roblock to each of the corresponding four independent
motion vectors from the following P frame macroblock,
after scaling for the distance in time (the B frame is closer
in time than the P frame’s previous P or I frame reference).

One aspect of the invention includes the option to increase
the number of motion vectors per picture region, such as a
macroblock. For example, it will sometimes prove beneficial
to have more than two motion vectors per B frame macro-
block. These can be applied by referencing additional P or
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I frames and having three or more interpolation terms in the
weighted sum. Additional motion vectors can also be
applied to allow independent vectors for the 8x8 DCT
blocks of the B frame macroblock. Also, four independent
deltas can be used to extend the direct mode concept by
applying a separate delta to each of the four 8x8-region
motion vectors from the subsequent P frame.

Further, P frames can be adapted using B-frame imple-
mentation techniques to reference more than one previous
frame in an interpolative mode, using the B-frame two-
interpolation-term technique described above. This tech-
nique can readily be extended to more than two previous P
or | frames, with a resulting interpolation having three or
more terms in the weighted sum.

As with other aspects of this invention (e.g., pixel repre-
sentation and DC versus AC interpolation methods), par-
ticular weighted sums can be communicated to a decoder
using a small number of bits per image unit.

In applying this aspect of the invention, the correspon-
dence between 8x8 pixel DCT blocks and the motion vector
field need not be as strict as with MPEG-2 and MPEG-4. For
example, it may be useful to use alternative region sizes
other than 16x16, 16x8 (used only with interlace in MPEG-
4), and 8x8 for motion vectors. Such alternatives might
include any number of useful region sizes, such as 4x8,
8x12, 8x16, 6x12, 2x8, 4x8, 24x8, 32x32, 24x24, 24x16,
8x24, 32x8, 32x4, etc. Using a small number of such useful
sizes, a few bits can signal to a decoder the correspondence
between motion vectors region sizes and DCT block sizes.
In systems where a conventional 8x8 DCT block is used, a
simple set of correspondences to the motion vector field are
useful to simplify processing during motion compensation.
In systems where the DCT block size is different from 8x8,
then greater flexibility can be achieved in specifying the
motion vector field, as described in co-pending U.S. patent
application Ser. No. 09/545,233, entitled “Enhanced Tem-
poral and Resolution Layering in Advanced Television”,
assigned to the assignee of the present invention and hereby
incorporated by reference. Note that motion vector region
boundaries need not correspond to DCT region boundaries.
Indeed, it is often useful to define motion vector regions in
such a way that a motion vector region edge falls within a
DCT block (and not at its edge).

The concept of extending the flexibility of the motion
vector field also applies to the interpolation aspect of this
invention. As long as the correspondence between each pixel
and one or more motion vectors to one or more reference
frames is specified, the interpolation method described
above can be applied to the full flexibility of useful motion
vectors using all of the generality of this invention. Even the
size of the regions corresponding to each motion vector can
differ for each previous frame reference when using P
frames, and each previous and future frame reference when
using B frames. If the region sizes for motion vectors differ
when applying the improved interpolation method of this
invention, then the interpolation reflects the common region
of overlap. The common region of overlap for motion vector
references can be utilized as the region over which the DC
term is determined when separately interpolating DC and
AC pixel values.

FIG. 11 is a diagram showing unique motion vector region
sizes 1100, 1102 for each of two P frames 1104, 1106. Before
computing interpolation values in accordance with this
invention, the union 1108 of the motion vector region sizes
is determined. The union 1108 defines all of the regions
which are considered to have an assigned motion vector.
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Thus, for example, in interpolating 4x4 DCT regions of a
B frame 1112 backwards to the prior P frame 1104, a 4x4
region 1110 within the union 1108 would use the motion
vector corresponding to the 8x16 region 1114 in the prior P
frame. If predicting forward, the region 1110 within the
union 1108 would use the motion vector corresponding to
the 4x16 region 1115 in the next P frame. Similarly, inter-
polation of the region 116 within the union 1108 backwards
would use the motion vector corresponding to the 8x16
region 1114, while predicting the same region forward
would use the motion vector corresponding to the 12x16
region 1117.

In one embodiment of the invention, two steps are used to
accomplish the interpolation of generalized (i.e., non-uni-
form size) motion vectors. The first step is to determine the
motion vector common regions, as described with respect to
FIG. 11. This establishes the correspondence between pixels
and motion vectors (i.e., the number of motion vectors per
specified pixel region size) for each previous or subsequent
frame reference. The second step is to utilize the appropriate
interpolation method and interpolation factors active for
each region of pixels. It is a task of the encoder to ensure that
optimal or near optimal motion vector regions and interpo-
lation methods are specified, and that all pixels have their
vectors and interpolation methods completely specified.
This can be very simple in the case of a fixed pattern of
motion vectors (such as one motion vector for each 32x8
block, specified for an entire frame), with a single specified
interpolation method (such as a fixed proportion blend to
each distance of referenced frame, specified for the entire
frame). This method can also become quite complex if
regional changes are made to the motion vector region sizes,
and where the region sizes differ depending upon which
previous or subsequent frame is referenced (e.g., 8x8 blocks
for the nearest previous frame, and 32x8 blocks for the next
nearest previous frame). Further, the interpolation method
may be regionally specified within the frame.

When encoding, it is the job of the encoder to determine
the optimal or near optimal use of the bits to select between
motion vector region shapes and sizes, and to select the
optimal or near optimal interpolation method. A determina-
tion is also required to specify the number and distance of
the frames referenced. These specifications can be deter-
mined by exhaustive testing of a number of candidate
motion vector region sizes, candidate frames to reference,
and interpolation methods for each such motion vector
region, until an optimal or near optimal coding is found.
Optimality (relative to a selected criteria) can be determined
by finding the least SNR after encoding a block or the lowest
number of bits for a fixed quantization parameter (QP) after
coding the block, or by application of another suitable
measure.

Direct Mode Extension

Conventional direct mode, used in B frame macroblocks
in MPEG-4, can be efficient in motion vector coding,
providing the benefits of 8x8 block mode with a simple
common delta. Direct mode weights each corresponding
motion vector from the subsequent P frame, which refer-
ences the previous P frame, at the corresponding macroblock
location based upon distance in time. For example, if M=3
(i.e., two intervening B frames), with simple linear interpo-
lation the first B frame would use —%5 times the subsequent
P frame motion vector to determine a pixel offset with
respect to such P frame, and % times the subsequent P frame
motion vector to determine a pixel offset with respect to the
previous P frame. Similarly, the second B frame would use
-5 times the same P frame motion vector to determine a
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pixel offset with respect to such P frame, and 24 times the
subsequent P frame motion vector to determine a pixel offset
with respect to the previous P frame. In direct mode, a small
delta is added to each corresponding motion vector. As
another aspect of this invention, this concept can be
extended to B frame references which point to one or more
n-away P frames, which in turn reference one or more
previous or subsequent P frames or I frames, by taking the
frame distance into account to determine a frame scale
fraction.

FIG. 12 is a diagram showing a sequence of P and B
frames with interpolation weights for the B frames deter-
mined as a function of distance from a 2-away subsequent P
frame that references a 1-away subsequent P frame. In the
illustrated example, M=3, indicating two consecutive B
frames 1200, 1202 between bracketing P frames 1204, 1206.
In this example, each co-located macroblock in the next
nearest subsequent P frame 1208 (i.e., n=2) might point to
the intervening (i.e., nearest) P frame 1204, and the first two
B frames 1200, 1202 may reference the next nearest subse-
quent P frame 1208 rather than the nearest subsequent P
frame 1204, as in conventional MPEG. Thus, for the first B
frame 1200, the frame scale fraction 5/3 times the motion
vector my from the next nearest subsequent P frame 1208
would be used as a pixel offset with respect to P frame 1208,
and the second B frame 1202 would use an offset of 4/3
times that same motion vector.

If a nearest subsequent P frame referenced by a B frame
points to the next nearest previous P frame, then again the
simple frame distance can be used to obtain the suitable
frame scale fraction to apply to the motion vectors. FIG. 13
is a diagram showing a sequence of P and B frames with
interpolation weights for the B frames determined as a
function of distance from a 1-away subsequent P frame that
references a 2-away previous P frame. In the illustrated
example, M=3, and B frames 1300, 1302 reference the
nearest subsequent P frame 1304, which in turn references
the 2-away P frame 1306. Thus, for the first B frame 1300,
the pixel offset fraction is the frame scale fraction %
multiplied by the motion vector my from the nearest sub-
sequent P frame 1304, and the second B frame 1302 would
have a pixel offset of the frame scale fraction % multiplied
by that same motion vector, since the motion vector of the
nearest subsequent P frame 1304 points to the 2-away
previous P frame 1306, which is 6 frames distant.

In general, in the case of a B frame referencing a single
P frame in direct mode, the frame distance method sets the
numerator of a frame scale fraction equal to the frame
distance from that B frame to its referenced, or “target”, P
frame, and sets the denominator equal to the frame distance
from the target P frame to another P frame referenced by the
target P frame. The sign of the frame scale fraction is
negative for measurements made from a B frame to a
subsequent P frame, and positive for measurements made
from a B frame to a prior P frame. This simple method of
applying a frame-distance or the frame scale fraction to a P
frame motion vector can achieve an effective direct mode
coding.

Further, another aspect of this invention is to allow direct
mode to apply to multiple interpolated motion vector refer-
ences of a P frame. For example, if a P frame was interpo-
lated from the nearest and next nearest previous P frames,
direct mode reference in accordance with this aspect of the
invention allows an interpolated blend for each multiple
reference direct mode B frame macroblock. In general, the
two or more motion vectors of a P frame can have an
appropriate frame scale fraction applied. The two or more
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frame-distance modified motion vectors then can be used
with corresponding interpolation weights for each B frame
referencing or targeting that P frame, as described below, to
generate interpolated B frame macroblock motion compen-
sation.

FIG. 14 is a diagram showing a sequence of P and B
frames in which a subsequent P frame has multiple motion
vectors referencing prior P frames. In this example, a B
frame 1400 references a subsequent P frame P3. This P3
frame in turn has two motion vectors, mvl and mv2, that
reference corresponding prior P frames P2, P1. In this
example, each macroblock of the B frame 1400 can be
interpolated in direct mode using either of two weighting
terms or a combination of such weighing terms.

Each macroblock for the B frame 1400 would be con-
structed as a blend from:

corresponding pixels of frame P2 displaced by the frame

scale fraction %3 of mv1 (where the pixels may then be
multiplied by some proportional weight 1) plus corre-
sponding pixels of frame P3 displaced by the frame
scale fraction -%4 of mv1 (where the pixels may then be
multiplied by some proportional weight j); and
corresponding pixels of frame P1 displaced by the frame
scale fraction %5 (4/6) of mv2 (where the pixels may
then be multiplied by some proportional weight k) plus
corresponding pixels of frame P3 displaced by the
frame scale fraction -5 (-%6) of mv2 (where the pixels
may then be multiplied by some proportional weight 1).

As with all direct modes, a motion vector delta can be
utilized with each of mvl and mv2.

In accordance with this aspect of the invention, direct
mode predicted macroblocks in B frames can also reference
multiple subsequent P frames, using the same methodology
of interpolation and motion vector frame scale fraction
application as with multiple previous P frames. FIG. 15is a
diagram showing a sequence of P and B frames in which a
nearest subsequent P frame has a motion vector referencing
a prior P frame, and a next nearest subsequent P frame has
multiple motion vectors referencing prior P frames. In this
example, a B frame 1500 references two subsequent P
frames P2, P3. The P3 frame has two motion vectors, mvl
and mv2, that reference corresponding prior P frames P2, P1.
The P2 frame has one motion vector, mv3, which references
the prior P frame P1. In this example, each macroblock of
the B frame 1500 is interpolated in direct mode using three
weighting terms. In this case, the motion vector frame scale
fractions may be greater than 1 or less than -1.

The weightings for this form of direct mode B frame
macroblock interpolation can utilize the full generality of
interpolation as described herein. In particular, each weight,
or combinations of the weights, can be tested for best
performance (e.g., quality versus number of bits) for various
image units. The interpolation fraction set for this improved
direct mode can be specified to a decoder with a small
number of bits per image unit.

Each macroblock for the B frame 1500 would be con-
structed as a blend from:

corresponding pixels of frame P3 displaced by the frame

scale fraction -5/3 of mv1 (where the pixels may then
be multiplied by some proportional weight i) plus
corresponding pixels of frame P2 displaced by the
frame scale fraction —%3 of mv1 (where the pixels may
then be multiplied by some proportional weight j);
corresponding pixels of frame P3 displaced by the frame
scale fraction —-% of mv2 (where the pixels may then be
multiplied by some proportional weight k) plus corre-
sponding pixels of frame P1 displaced by the frame
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scale fraction % of mv2 (where the pixels may then be
multiplied by some proportional weight 1); and
corresponding pixels of frame P2 displaced by the frame
scale fraction -%3 of mv3 (where the pixels may then be
multiplied by some proportional weight m) plus corre-
sponding pixels of frame P1 displaced by the frame
scale fraction %3 of mv3 (where the pixels may then be
multiplied by some proportional weight n).

As with all direct modes, a motion vector delta can be
utilized with each of mv1, mv2, and mv3.

Note that a particularly beneficial direct coding mode
often occurs when the next nearest subsequent P frame
references the nearest P frames bracketing a candidate B
frame.

Direct mode coding of B frames in MPEG-4 always uses
the subsequent P frame’s motion vectors as a reference. In
accordance with another aspect of the invention, it is also
possible for a B frame to reference the motion vectors of the
previous P frame’s co-located macroblocks, which will
sometimes prove a beneficial choice of direct mode coding
reference. In this case, the motion vector frame scale frac-
tions will be greater than one, when the next nearest previ-
ous P frame is referenced by the nearest previous frame’s P
motion vector. FIG. 16 is a diagram showing a sequence of
P and B frames in which a nearest previous P frame has a
motion vector referencing a prior P frame. In this example,
a B frame 1600 references the 1-away previous P frame P2.
The motion vector my of frame P2 references the next
previous P frame P1 (2-away relative to the B frame 1600).
The appropriate frame scale fractions are shown.

If the nearest previous P frame is interpolated from
multiple vectors and frames, then methods similar to those
described in conjunction with FIG. 14 apply to obtain the
motion vector frame scale fractions and interpolation
weights. FIG. 17 is a diagram showing a sequence of P and
B frames in which a nearest previous P frame has two
motion vectors referencing prior P frames. In this example,
a B frame 1700 references the previous P frame P3. One
motion vector mv1 of the previous P3 frame references the
next previous P frame P2, while the second motion vector
mv2 references the 2-away previous P frame P1. The appro-
priate frame scale fractions are shown.

Each macroblock for the B frame 1700 would be con-
structed as a blend from:

corresponding pixels of frame P3 displaced by the frame

scale fraction %3 of mv1 (where the pixels may then be
multiplied by some proportional weight 1) plus corre-
sponding pixels of frame P2 displaced by the frame
scale fraction 4/3 of mv1 (where the pixels may then be
multiplied by some proportional weight j); and
corresponding pixels of frame P3 displaced by the frame
scale fraction % of mv2 (where the pixels may then be
multiplied by some proportional weight k) plus corre-
sponding pixels of frame P1 displaced by the frame
scale fraction 7/6 of mv2 (where the pixels may then be
multiplied by some proportional weight 1).

When the motion vector of a previous P frame (relative to
a B frame) points to the next nearest previous P frame, it is
not necessary to only utilize the next nearest previous frame
as the interpolation reference, as in FIG. 16. The nearest
previous P frame may prove a better choice for motion
compensation. In this case, the motion vector of the nearest
previous P frame is shortened to the frame distance fraction
from a B frame to that P frame. FIG. 18 is a diagram showing
a sequence of P and B frames in which a nearest previous P
frame has a motion vector referencing a prior P frame. In this
example, for M=3, a first B frame 1800 would use %5 and -%5
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frame distance fractions times the motion vector my of the
nearest previous P frame P2. The second B frame 1802
would use %4 and -4 frame distance fractions (not shown).
Such a selection would be signaled to the decoder to
distinguish this case from the case shown in FIG. 16.

As with all other coding modes, the use of direct mode
preferably involves testing the candidate mode against other
available interpolation and single-vector coding modes and
reference frames. For direct mode testing, the nearest sub-
sequent P frame (and, optionally, the next nearest subsequent
P frame or even more distant subsequent P frames, and/or
one or more previous P frames) can be tested as candidates,
and a small number of bits (typically one or two) can be used
to specify the direct mode P reference frame distance(s) to
be used by a decoder.

Extended Interpolation Values

It is specified in MPEG-1, 2, and 4, as well as in the H.261
and H.263 standards, that B frames use an equal weighting
of pixel values of the forward referenced and backward
referenced frames, as displaced by the motion vectors.
Another aspect of this invention includes application of
various useful unequal weightings that can significantly
improve B frame coding efficiency, as well as the extension
of such unequal weightings to more than two references,
including two or more references backward or forward in
time. This aspect of the invention also includes methods for
more than one frame being referenced and interpolated for
P frames. Further, when two or more references point
forward in time, or when two or more references point
backward in time, it will sometimes be useful to use negative
weightings as well as weightings in excess of 1.0.

For example, FIG. 19 is a frame sequence showing the
case of three P frames P1, P2, and P3, where P3 uses an
interpolated reference with two motion vectors, one for each
of P1 and P2. If, for example, a continuous change is
occurring over the span of frames between P1 and P3, then
P2-P1 (i.e., the pixel values of frame P2, displaced by the
motion vector for P2, minus the pixel values of frame P1,
displaced by the motion vector for P1) will equal P3-P2.
Similarly, P3-P1 will be double the magnitude of P2-P1 and
P3-P2. In such a case, the pixel values for frame P3 can be
predicted differentially from P1 and P2 through the formula:

P3=P1+2x(P2-P1)=(2xP2)-P1

In this case, the interpolative weights for P3 are 2.0 for P2,
and -1.0 for P1.

As another example, FIG. 20 is a frame sequence showing
the case of four P frames P1, P2, P3, and P4, where P4 uses
an interpolated reference with three motion vectors, one for
each of P1, P2, and P3. Thus, since P4 is predicted from P3,
P2, and P1, three motion vectors and interpolative weights
would apply. If, in this case, a continuous change were
occurring over this span of frames, then P2-P1 would equal
both P3-P2 and P4-P3, and P4-P1 would equal both
3x(P2-P1) and 3x(P3-P2).

Thus, in this example case, a prediction of P4 based upon
P2 and P1 would be:

PA=P1+3%x(P2-P1)=(3xP2)—-(2xP1) (weights 3.0 and
-2.0)

The prediction of P4 based upon P3 and P1 would be:

PA=P1+3/2x(P3-P1)=(3/2xP3)-(VaxP1) (weights
1.5 and -0.5)

The prediction of P4 based upon P3 and P2 would be:

PA=P242x(P3-P2)=(2xP3)-P2 (weights 2.0 and
-1.0)
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However, it might also be likely that the change most near
to P4, involving P3 and P2, is a more reliable predictor of P4
than predictions involving P1. Thus, by giving % weight to
each of the two terms above involving P1, and 2 weight to
the term involving only P3 and P2, would result in:

Us(2P3-P2)+Va(3/2P3-VaP1 )+ Va(3P2-2P1)=
134P3+VaP2-%P1 (weights 1.375, 0.25, and
-0.625)

Accordingly, it will sometimes be useful to use weights
both above 1.0 and below zero. At other times, if there is
noise-like variation from one frame to the next, a positive
weighted average having mild coefficients between 0.0 and
1.0 might yield the best predictor of P4’s macroblock (or
other region of pixels). For example, an equal weighting of
V5 of each of P1, P2, and P3 in FIG. 20 might form the best
predictor of P4 in some cases.

Note that the motion vector of the best match is applied
to determine the region of P1, P2, P3, etc., being utilized by
the computations in this example. This match might best be
an AC match in some cases, allowing a varying DC term to
be predicted through the AC coefficients. Alternatively, if a
DC match (such as Sum of Absolute Difference) is used,
then changes in AC coefficients can often be predicted. In
other cases, various forms of motion vector match will form
a best prediction with various weighting blends. In general,
the best predictor for a particular case is empirically deter-
mined using the methods described herein.

These techniques are also applicable to B frames that have
two or more motion vectors pointing either backward or
forward in time. When pointing forward in time, the coef-
ficient pattern described above for P frames is reversed to
accurately predict backward to the current P frame. It is
possible to have two or more motion vectors in both the
forward and backward direction using this aspect of the
invention, thereby predicting in both directions concur-
rently. A suitable weighted blend of these various predictions
can be optimized by selecting the blend weighting which
best predicts the macroblock (or other pixel region) of a
current B frame.

FIG. 21 is a diagram showing a sequence of P and B
frames in which various P frames have one or more motion
vectors referencing various previous P frames, and showing
different weights a-e assigned to respective forward and
backward references by a particular B frame. In this
example, a B frame 2100 references three previous P frames
and two subsequent P frames.

In the example illustrated in FIG. 21, frame P5 must be
decoded for this example to work. It is useful sometimes to
order frames in a bitstream in the order needed for decoding
(“delivery order”), which is not necessarily the order of
display (“display order”). For example, in a frame sequence
showing cyclic motion (e.g., rotation of an object), a par-
ticular P frame may be more similar to a distant P frame than
to the nearest subsequent P frame. FIG. 22 is a diagram
showing a sequence of P and B frames in which the
bitstream delivery order of the P frames differs from the
display order. In this example, frame P3 is more similar to
frame PS5 than to frame P4. It is therefore useful to deliver
and decode P5 before P4, but display P4 before P5. Prefer-
ably, each P frame should signal to the decoder when such
P frame can be discarded (e.g., an expiration of n frames in
bitstream order, or after frame X in the display order).

If the weightings are selected from a small set of choices,
then a small number of bits can signal to the decoder which
weighting is to be used. As with all other weightings
described herein, this can be signaled to a decoder once per
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image unit, or at any other point in the decoding process
where a change in weightings is useful.

It is also possible to download new weighting sets. In this
way, a small number of weighting sets may be active at a
given time. This allows a small number of bits to signal a
decoder which of the active weighting sets is to be used at
any given point in the decoding process. To determine
suitable weighting sets, a large number of weightings can be
tested during encoding. If a small subset is found to provide
high efficiency, then that subset can be signaled to a decoder
for use. A particular element of the subset can thus be
signaled to the decoder with just a few bits. For example, 10
bits can select 1 of 1024 subset elements. Further, when a
particular small subset should be changed to maintain effi-
ciency, a new subset can be signaled to the decoder. Thus, an
encoder can dynamically optimize the number of bits
required to select among weighting set elements versus the
number of bits needed to update the weighting sets. Further,
a small number of short codes can be used to signal common
useful weightings, such as V4, V4, Y4, etc. In this way, a small
number of bits can be used to signal the set of weightings,
such as for a K-forward-vector prediction in a P frame
(where K=1, 2, 3, . . .), or a K-forward-vector and L-back-
ward-vector prediction in a B frame (where K and L are

selected from O, 1, 2, 3, . . . ), or a K-forward-vector and
L-backward-vector prediction in a P frame (where K and L.
are selected from 0, 1, 2, 3, . . .), as a function of the current

M value (i.e., the relative position of the B frame with
respect to the neighboring P (or 1) frames).

FIG. 23 is a diagram showing a sequence of P and B
frames with assigned weightings. A B frame 2300 has
weights a-e, the values of which are assigned from a table of
B frame weighting sets 2302. A P frame 2304 has weights m,
n, the values of which are assigned from a table of P frame
weighting sets 2306. Some weightings can be static (i.e.,
permanently downloaded to the decoder), and signaled by an
encoder. Other weightings may be dynamically downloaded
and then signaled.

This same technique may be used to dynamically update
weighting sets to select DC interpolation versus AC inter-
polation. Further, code values can be signaled which select
normal (linear) interpolation (of pixel values normally rep-
resented in a non-linear representation) versus linear inter-
polation of converted values (in an alternate linear or
non-linear representation). Similarly, such code values can
signal which such interpolation to apply to AC or DC values
or whether to split AC and DC portions of the prediction.

Active subsetting can also be used to minimize the
number of bits necessary to select between the sets of
weighting coefficients currently in use. For example, if 1024
downloaded weighting sets were held in a decoder, perhaps
16 might need to be active during one particular portion of
a frame. Thus, by selecting which subset of 16 (out of 1024)
weighting sets are to be active, only 4 bits need be used to
select which weighting set of these 16 is active. The subsets
can also be signaled using short codes for the most common
subsets, thus allowing a small number of bits to select
among commonly used subsets.

Softening and Sharpening

As with the simple separation of a DC component from
AC signals via subtraction of the average value, other
filtering operations are also possible during motion vector
compensated prediction. For example, various high-pass,
band-pass, and low-pass filters can be applied to a pixel
region (such as a macroblock) to extract various frequency
bands. These frequency bands can then be modified when
performing motion compensation. For example, it often
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might be useful on a noisy moving image to filter out the
highest frequencies in order to soften (make less sharp, or
blur slightly) the image. The softer image pixels, combined
with a steeper tilt matrix for quantization (a steeper tilt
matrix ignores more high-frequency noise in the current
block), will usually form a more efficient coding method. It
is already possible to signal a change in the quantization tilt
matrix for every image unit. It is also possible to download
custom tilt matrices for luminance and chroma. Note that the
effectiveness of motion compensation can be improved
whether the tilt matrix is changed or not. However, it will
often be most effective to change both the tilt matrix and
filter parameters which are applied during motion compen-
sation.

It is common practice to use reduced resolution for
chroma coding together with a chroma specific tilt matrix.
However, the resolution of chroma coding is static in this
case (such as 4:2:0 coding half resolution vertically and
horizontally, or 4:2:2 coding half resolution only horizon-
tally). Coding effectiveness can be increased in accordance
with this aspect of the invention by applying a dynamic filter
process during motion compensation to both chroma and
luminance (independently or in tandem), selected per image
unit.

U.S. patent application Ser. No. 09/545,233, entitled
“Enhanced Temporal and Resolution Layering in Advanced
Television” (referenced above), describes the use of
improved displacement filters having negative lobes (a trun-
cated sinc function). These filters have the advantage that
they preserve sharpness when performing the fractional-
pixel portion of motion vector displacement. At both the
integer pixel displacement point and at the fractional points,
some macroblocks (or other useful image regions) are more
optimally displaced using filters which reduce or increase
their sharpness. For example, for a “rack focus” (where
some objects in the frame are going out of focus over time,
and others portions of the frame are coming into focus), the
transition is one of change both in sharpness and in softness.
Thus, a motion compensation filter that can both increase
sharpness at certain regions in an image while decreasing
sharpness in other regions can improve coding efficiency. In
particular, if a region of a picture is going out of focus, it
may be beneficial to decrease sharpness, which will soften
the image (thereby potentially creating a better match) and
decrease grain and/or noise (thereby possibly improving
coding efficiency). If a region of the image is coming into
focus, it may be beneficial to preserve maximum sharpness,
or even increase sharpness using larger negative lobe filter
values.

Chroma filtering can also benefit from sharpness increase
and decrease during coding. For example, much of the
coding efficiency benefits of 4:2:0 coding (half resolution
chroma horizontally and vertically) can be achieved by
using softer motion compensation filters for chroma while
preserving full resolution in the U and/or V channels. Only
when color detail in the U and V channels is high will it be
necessary to select the sharpest displacement filters; softer
filters will be more beneficial where there is high color noise
or grain.

In addition to changes in focus, it is also common to have
the direction and amount of motion blur change from one
frame to the next. At the motion picture film frame rate of
24 fps, even a simple dialog scene can have significant
changes in motion blur from one frame to the next. For
example, an upper lip might blur in one frame, and sharpen
in the next, entirely due to the motion of the lip during the
open shutter time in the camera. For such motion blur, it will
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be beneficial not only to have sharpening and softening
(blurring) filters during motion compensation, but also to
have a directional aspect to the sharpening and softening.
For example, if a direction of motion can be determined, a
softening or sharpening along that direction can be used to
correspond to the moving or stopping of an image feature.
The motion vectors used for motion compensation can
themselves provide some useful information about the
amount of motion, and the change in the amount of motion
(i.e., motion blur), for a particular frame (or region within a
frame) with respect to any of the surrounding frames (or
corresponding regions). In particular, a motion vector is the
best movement match between P frames, while motion blur
results from movement during the open shutter time within
a frame.

FIG. 24 is a graph of position of an object within a frame
versus time. The shutter of a camera is open only during part
of a frame time. Any motion of the object while the shutter
is open results in blur. The amount of motion blur is
indicated by the amount of position change during the
shutter open time. Thus, the slope of the position curve 2400
while the shutter is open is a measurement of motion blur.

The amount of motion blur and the direction of motion
can also be determined from a combination of sharpness
metrics, surrounding motion vectors (where image regions
match), feature smear detection, and human assisted desig-
nation of frame regions. A filter can be selected based on the
determined amount of motion blur and motion direction. For
example, a mapping of various filters versus determined
motion blur and direction can be empirically determined.

When combined with the other aspects of this invention,
such intelligently applied filters can significantly improve
compression coding efficiency. A small number of such
filters can be selected with a small number of bits signaled
to the decoder. Again, this can be done once per image unit
or at other useful points in the decoding process. As with
weighting sets, a dynamically loaded set of filters can be
used, as well as an active subsetting mechanism, to mini-
mize the number of bits needed to select between the most
beneficial set of filter parameters.

Implementation

The invention may be implemented in hardware or soft-
ware, or a combination of both (e.g., programmable logic
arrays). Unless otherwise specified, the algorithms included
as part of the invention are not inherently related to any
particular computer or other apparatus. In particular, various
general purpose machines may be used with programs
written in accordance with the teachings herein, or it may be
more convenient to construct more specialized apparatus
(e.g., integrated circuits) to perform particular functions.
Thus, the invention may be implemented in one or more
computer programs executing on one or more programmable
computer systems each comprising at least one processor, at
least one data storage system (including volatile and non-
volatile memory and/or storage elements), at least one input
device or port, and at least one output device or port.
Program code is applied to input data to perform the
functions described herein and generate output information.
The output information is applied to one or more output
devices, in known fashion.

Each such program may be implemented in any desired
computer language (including machine, assembly, or high
level procedural, logical, or object oriented programming
languages) to communicate with a computer system. In any
case, the language may be a compiled or interpreted lan-

guage.
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Each such computer program is preferably stored on or
downloaded to a storage media or device (e.g., solid state
memory or media, or magnetic or optical media) readable by
a general or special purpose programmable computer, for
configuring and operating the computer when the storage
media or device is read by the computer system to perform
the procedures described herein. The inventive system may
also be considered to be implemented as a computer-read-
able storage medium, configured with a computer program,
where the storage medium so configured causes a computer
system to operate in a specific and predefined manner to
perform the functions described herein.

A number of embodiments of the invention have been
described. Neverthe-less, it will be understood that various
modifications may be made without departing from the spirit
and scope of the invention. For example, some of the steps
described above may be order independent, and thus can be
performed in an order different from that described. Accord-
ingly, other embodiments are within the scope of the fol-
lowing claims.

What is claimed is:

1. An apparatus comprising a bitstream stored on one or
more non-transitory machine-readable media, the bitstream
characterized by:

data representing picture frames that include picture
regions in a compressed format, wherein a portion of
the data that represents at least one picture region of the
picture regions in the compressed format comprises:

a signal indicating whether a bidirectional prediction
mode for the at least one picture region is used;

a signal indicating whether an interpolative motion vector
prediction mode for the at least one picture region
based on two referenceable frames in the bitstream is
used, wherein in the interpolative motion vector pre-
diction mode, at least one motion vector associated
with the at least one picture region is determined at a
decoder based on a motion vector associated with the
two referenceable frames;
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a signal indicating whether a pixel interpolation mode
using pixel weighting from the two or more reference-
able frames in the bitstream is used; and

two pixel weight values for the pixel weighting, wherein
the pixel weight values are unequal.

2. The apparatus of claim 1, wherein the bitsream com-

prises a video signal.

3. The apparatus of claim 1, wherein the pixel weight

values comprise weights in a range of -1.0 to +2.0.

4. The apparatus of claim 1, wherein the pixel weight

values comprise at least one weight greater than +2.0.

5. A method for compressing a sequence of picture frames

at an encoder, the method comprising:

accessing a picture region within a picture frame in the
sequence of frames; and

encoding pixel values of the picture region to generate a
coded bitstream, wherein the encoding comprises:

determining pixel interpolation weights to interpolate the
pixel values of the picture region using pixel values
from two referenceable frames;

encoding, into the coded bitstream, the pixel interpolation
weights, wherein the pixel interpolation weights are
unequal;

encoding, into the coded bitstream, a signal indicating that
a bidirectional prediction mode for the picture region is
used; and

encoding, into the coded bitstream, a signal indicating that
an interpolative motion vector prediction mode for the
picture region based on the two referenceable frames in
the bitstream is used, wherein in the interpolative
motion vector prediction mode, at least one motion
vector associated with the picture region is determined
at a decoder based on a motion vector associated with
the two referenceable frames.

6. The method of claim 5, wherein the pixel interpolation

weights comprise weights in a range of —=1.0 to +2.0.

7. The method of claim 5, wherein the pixel interpolation

weights comprise a least one weight greater than +2.0.
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